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	Sequence of Basic Job Steps:
	Potential Hazards:
	Recommended Actions or Procedures:



	Remove jackhammer from vehicle storage cabinet & carry to back of truck

If on back of truck, lower to rear bumper
	Unit it heavy, 40 lbs.

Lower back, arm, and shoulder strain

Pinch hands or fingers between Jackhammer and bumper
	Do not operate unless properly trained on using equipment

Read Manual before hand

Grip Unit Firmly with both hands, when removing from cabinet

Follow the Safe Lifting Techniques
Wear Personal Protective Equipment: Steel toe shoes, helmet, glasses, and gloves

	Climb onto back of truck 

Pull out hydraulic hoses from hose reel
	Slip or Fall

Lower back, arm, and shoulder strain

Hitting Head on barricade rail
	Grip hoses firmly & pull out needed length to rear of truck.

Check hoses for any cracks or weather decay

Set hoses along side of walkway to prevent tripping over them.

PPE: Gloves, boots, glasses, helmet

	Start compact power unit up

	Unit may be loud on first start up and may cause hearing damage
	Turn unit off if leaks occur

PPE: Boots, helmet, ear protection, gloves
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	Climb down from back of truck.

With clean cloth, clean hose connectors and hook up to jackhammer.
	Slip or Fall

Lower back, arm, and shoulder strain

Hitting Head on barricade rail

Damaged or weather cracked hoses may cause injury to eyes if leaks occur
	Do not jump off back of truck

Check hoses for any cracks or weather decay

PPE: Boots, helmet, ear protection, gloves

	Carry jackhammer to work area


	Lower back, arm, and shoulder strain 

Injury to foot if dropped
	Grip Unit Firmly with both hands, and move to area

Follow the Safe Lifting Techniques
PPE: Steel toe shoes, helmet, glasses, ear protection, and gloves



	Press operating Handle to being jackhammer operation
	Lower back, arm, and shoulder strain 

Injury to foot
	Be sure blue stake has been completed prior to digging

Grip Unit Firmly with both hands

Balance body with legs two/three feet apart

PPE: Steel toe shoes, helmet, glasses, ear protection, and gloves

	MARIACOPA COUNTY

JOB SAFETY ANALSYS
	JOB TITLE:

Hydraulic Jackhammer
Page:     1     of     3
	JSA No. 

500-64-003
	DATE:

12-17-02  
	New: 


REVISED:

	
	Title of Person Performing Job:

Traffic Signing Technician
	Supervisor:

Kathy Baker
	Analysis Performed By:

Armando De La Rosa

	Organization:

MCDOT
	Location:

2909 W. Durango,

Phoenix, Az
	Department:

Signing & Striping
	Reviewed By:

Jamie Moffat


	Sequence of Basic Job Steps:
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	Pull jackhammer out of ground an move around location until needed section is broken up
	Lower back, arm, and shoulder strain 

Injury to foot
	Grip Unit Firmly with both hands

Balance body with legs two/three feet apart

PPE: Steel toe shoes, helmet, glasses, ear protection, and gloves

	Release action lever and remove from work area
	Lower back, arm, and shoulder strain 

Injury to foot if dropped
	Grip Unit Firmly with both hands, and move back to truck.  Place on ground or back of truck

Follow the Safe Lifting Techniques
PPE: Steel toe shoes, helmet, glasses, ear protection, and gloves

	Climb into back of truck and turn off compact power unit
	Slip or Fall

Lower back, arm, and shoulder strain

Hitting Head on barricade rail
	Walkway should be clear of debris and objects to prevent tripping


PPE: Steel toe shoes, helmet, glasses, ear protection, and gloves

	Climb down from back of truck.

Unhook hoses from jackhammer.
	Slip or Fall

Lower back, arm, and shoulder strain

Hitting Head on barricade rail
	Do not jump off back of truck

PPE: Boots, helmet, glasses, and gloves
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	Sequence of Basic Job Steps:
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	Secure hydraulic hoses
	Lower back, arm, and shoulder strain
	Grip hoses firmly so that they may rewind on to hose reel.

Recoil pick back may occur if hoses are not firmly held.

PPE: Boots, helmet, glasses, and gloves

	Secure Jackhammer in storage cabinet
	Lower back, arm, and shoulder strain

Pinch hands or fingers

Injury to foot
	Grip Unit Firmly with both hands, life above waist, place in cabinet

Follow the Safe Lifting Techniques
PPE: Boots, and gloves


